Date: Sat, 5 Jun 93 04:30:03 PDT 

From: Packet-Radio Mailing List and Newsgroup <packet-radio@ucsd.edu> 
Errors-To: Packet-Radio-Errors@UCSD.Edu 

Reply-To: Packet-Radio@UCSD.Edu 

Precedence: Bulk 

Subject: Packet-Radio Digest V93 #156 

To: packet-radio 


Packet-Radio Digest Sat, 5 Jun 93 Volume 93 : Issue 156 


Today's Topics: 
artwork for uwave link 
cheap start 
Using an ALinco 580T 


Send Replies or notes for publication to: <Packet-Radio@UCSD.Edu> 
Send subscription requests to: <Packet-Radio-REQUEST@UCSD.Edu> 
Problems you can't solve otherwise to brian@ucsd.edu. 


Archives of past issues of the Packet-Radio Digest are available 
(by FTP only) from UCSD.Edu in directory "mailarchives/packet-radio". 


We trust that readers are intelligent enough to realize that all text 
herein consists of personal comments and does not represent the official 
policies or positions of any party. Your mileage may vary. So there. 


Date: 4 Jun 93 11:11:44 GMT 

From: olivea!sgigate!sgiblab!nec-gw!nec-tyo!wnoc-tyo-news!glocom! tyo-noc-news! 
jhiynw! marina! kohjin@decwrl.dec.com 

Subject: artwork for uwave link 

To: packet-radio@ucsd.edu 


In article <C7yKr7.AFG@srgenprp.sr.hp.com> glenne@sr.hp.com (Glenn Elmore) writes: 
:Kohjin Yamada (kohjin@marina.prug.or.jp) wrote: 


:: I've downloaded them all and uploaded to KO-23. 
:: It appears that pcb.zip is corrupted; 


kohjin@cosmos 146% unzip -v pcb.zip 
Length Method Size Ratio Date Time CRC-32 Name 


375135 46926 87% 04-27-93 10:16 a6212d4b XCVR.PLT 
177123 48593 73% 04-27-93 13:50 22f5a1d2 RCVR-PRT.PLT 
Invalid Zipfile Header 


:: Is this my ftp or some thing else wrong? 


:: It's same in DOS's PKUNZIP too. 
:Kohjin, 


This is zipped with a newer version of ZIP. UNZIP for this is also in 
:the directory. If you tried an older UNZIP, that may be your problem. 
:I successfully used it to generate the files which are in the pcb/ 
:directory in unzipped form. There is nothing inside of pcb.zip which isn't 
:also there in unzipped form. 


File lengths look correct so I think everything transferred OK? Let 
:me know if you still have the problem after trying the pkz204g.exe 
sutility. 


It turned out that I had made some mistake during ftp and/or downloading. 
Both Unix unzip and DOS pkz204g.exe works fine. 

Thanks for the new ifc.ps. 

All of these files are in queue of uploading to KO-23 now. 


:: Wish we could use Ethernet Card rather tahn PCLANA Card. 


If you use Ma/Comm or similar xcvrs with electronic tuning instead of 
:the motion detector type I think you can make everything run at full 
:Ethernet speed. You'll want to widen the IF a bit and also reduce the Q 
:of the discriminator to make things work well. I've actually gotten 10 
:Mbps data (from a signal commercial generator) through the receiver as 
:it is shown though. 


Thanks for the note, Glenn. 
73 Kohjin 


x----/----* Kohjin Yamada, JR1EDE [kohjin@marina.prug.or.jp] 
Qsase 2 jestses H 504-55 Shimo-Yamaguchi, Hayama, Miura, Kanagawa, Japan 
korn - HH /|------- *x Phone:+81-468-75-6750 Fax/Modem/Voice:+81-468-76-1176 


Date: 3 Jun 93 18:13:17 GMT 

From: swrinde!cs.utexas.edu!uwm.edu!linac!att!bu.edu!cvbnet!cvbnet.prime.com! 
dburns@network.UCSD.EDU 

Subject: cheap start 

To: packet-radio@ucsd.edu 


I have a Novice license and would like to get started 

in packet cheap. I have an old IBM PC, but am interested 
in getting other Novices in my family started as well. 
Can someone give me a rundown of approximate costs of 
TNC's and radios that can be used? I'm assuming that 
there's ftp-able Free/ShareWare available for use. 


Dana \\\ 


Date: Fri, 4 Jun 1993 14:32:21 GMT 

From: mdisea!mothost!isunix.cdx.mot.com!news@uunet.uu.net 
Subject: Using an ALinco 580T 

To: packet-radio@ucsd.edu 


In article <C80HMp.7uq@boi.hp.com> swalton@boi.hp.com (Sean Walton) writes: 
>I build my own packet board, so I don't know if this will help. Typically, 
>there are four signals: microphone, speaker, PTT, and ground. The ground 
>is common in the 580, so use the speaker's (or tie the microphone-jack's to 
>the speaker's ground--that's what I did). The 2/32" submini stereo phone 
>jack is nearly impossible to find, so I just used the mono version. Until 
>recently, this would have been a problem, but many HTs have VOX-like circuitry 
>which only transmits when voltage is sensed from the microphone line. The 
>580 pretty much uses the PTT to supply voltage (+5V) to the microphone. The 
>way the microphone's jack is configured, inserting a mono phone jack will 
>short the ground to the +5V. There is a 100 ohm resister on the +5V so that 
>there won't be too big of a problem. However, this will drain your batteries 
>rather quickly. I have thought of cutting the grounding band on the mono jack 
>so that it won't short, but I haven't done it yet. Another idea might be to 
>carefully paint a nonconducting resin over half the grounding ring. No, I 
>haven't tried this either. 
> 
>Anyway, I found that the 580 works fine with my Baycom. I just haven't had 
>the time to do all the things I would like with it. 
> 
>73's 
>-Sean Walton 

>KB7RFA 

> 

I use a DJ100T which has the same jack as the DJ 580. I called Alinco and they 
faxed me 

a schematic of a suggested packet hookup. The submini stereo plug is available 
from 
You Do It (YDI) Electronics in Needham MA (617-449-1005) .I don't use the 


batteries when 

hooked up to packet , I use an external power supply (ex CB radio type). 
Hope this helps 

Pete 


End of Packet-Radio Digest V93 #156 
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